
Content 
1. Cast Steel Shot 

2. Cast Steel Grit  

3. Steel Cut Wire Shot  

4. Stainless Steel Shot  

5. Aluminum Cut Wire Shot & Aluminum shot  

6. Zinc Cut Wire Shot & Zinc Shot  

7. Copper Cut Wire Shot & Copper Shot  

8. Garnet Sand  

 

 

 

 

 

 

 

 

 

 

 

 



Cast Steel Shot  

 

Model: 

 

S780/SS2.5,S660/SS2.0 ,S550/SS1.7 ,S460/SS1.4 ,S390/SS1.2 ,S330/SS1.0 ,S280/SS

0.8 ,S230/SS0.6 ,S170/SS0.5, S140/SS0.4 ,S110/SS0.3 ,S70/SS0.2 

 

Specification : 

 

Products Steel Shot 

Chemical 

Compositio

n 

C 0.70～1.20% 

Mn 0.35～1.20% 

Si 0.40～1.20% 

S ≤0.05% 

P ≤0.05% 

Microhardness 

Normal:40～50HRC (377～509HV) 

Special:52～56HRC (543～620HV) 

Special:56～60HRC (620～713HV) 

Hardness Deviation Max Deviation ±3.0HRC 

Microstructure Tempered Martensite or Sorbite 

Density 7.2g/cm
3
  

 

 

SAE Steel shot Application 

S-780 

S-660 

Knock-out or descaling large cast iron, cast steel, iron pipe,  

forged piece and heat treatment piece. 

S-550 

S-460 

Knock-out, descaling, peening and shaping of medium-to large cast iron,  

cast steel, forged piece, heat treatment piece,  

steel plate and pipe. 

S-390 

S-330 

Knock-out, descaling, peening and shaping of small-to-medium cast iron, ductile iron,  

cast parts, heat treatment piece, steel plate,  

sections, steel pipe, structural parts, chain and non-ferrous metals. 

S-280 

Blasting small cast iron, cast part, heat treatment piece, cast aluminum, 

cast steel plate and cast copper alloy before gold-plating  

process to increase elasticity and toughness. 

S-230 

S-170 

S-110 

Shot peening stainless steel plate, thin steel plate and non ferrous metals  

before painting process to increase elasticity and toughness. 



Cast Steel Grit  

 

 

Model:G10,G12,G14,G16,G18,G25,G40,G50,G80,G120 

 

Specification : 

 

Name: GP steel grit GL steel grit GH steel grit 

（C） 0.85-1.20 % 

（Mn） 0.60-1.20 % 

（Si） 0.50-1.20 % 

（S） ≤0.05 % 

（P） ≤0.05 % 

Hardness 42-50HRC 56-60HRC 60-66HRC 

External firm Spheroid, semi-spheroid and flat granules <10% 

Microstructure Homogeneous tempered martensite and baintite 

Density 7.4g/CC 

 

SAE Application 

G-12 

G-14  

G-16 

Blasting/descaling medium-to-large cast steel, cast iron, forged pieces,steel plate and rubber 

adhered work pieces. 

G-18  

G-25  

G-40  

Cutting/grinding stone; Blasting rubber adhered work pieces;  

Descaling steel plate, container, ship hall before painting;  

Cleaning small-to-medium cast steel, cast iron, forged pieces, etc. 

G-50  

G-80  

G-12

0 

Blasting/descaling steel wire, spanner, steel pipe before painting process;  

Cleaning precision castings (eg. golf blocks) 

 

 

 

 



Steel Cut Wire Shot  

 
Material:  

1.new wire/white wire  45# 60# 80#  

 size :0.4mm,0.6mm,0.8mm,1.0mm,1.2mm,1.4mm,1.5mm,1.6mm,2.0mm 

hardness : 45# : 45-50 HRC 

                    60# :48-53HRC 

                    80#: 52-57HRC 

2.old wire/black wire (tyre wire /steel strand) 

size :1.0mm,1.2mm, 1.5mm,2.0mm,2.5mm,3.0mm 

Specification of cut wire shot : 

Products Cut Wire Shot 

Chemical Composition 

C 0.45~0.75% 

Mn 0.40~1.20% 

Si 0.10~0.30% 

S <0.04% 

P <0.04% 

Microhardness 
1.0mm:51~53 HRC(525~561HV) 

1.5mm:41~45 HRC(388~436HV) 

Hardness Deviation Max Deviation ±1.0HRC or ±40HV 

Tensile Intensity 
1.0mm:1750~2150 Mpa 

1.5mm:1250~1450 Mpa 

Microstructure 

      

portrait             Landscape 

even deformed perlite 

Density 7.8g/cm3 

  

Application for steel cut wire shot: 

Blast cleaning of Steel cut wire:Used for blast cleaning of casting, die-casting, forging,san

d removal of casting, steel plate, H type steel, steel structure. 

Rust removal of Steel cut wire:Rust removal of casting, forging, steel plate, Htype steel, s

teel structure, descaling of forging. 

Shot peening of Steel cut wire:Shot peening of gear, heat treatment. 

Shot blasting of Steel cut wire:Shot blasting of profile steel, ship board, steel board, steel 

material. 

Shot blasting of Steel cut wire:Shot blasting of steel board, profile steel, steel structure. 

Pre-treatment of Steel cut wire:Pre-treatment of surface, steel board, profile steel, steel st

ructure, before-painting 

 



Stainless Steel Shot  

 

 
 

Round stainless steel shot is delicately with the process of drawing, cutting, and 

conditioned etc. and with the appearance of brightness, restlessness and spherical beads 

(for cut wire shot, cylinders). And they are widely used for the surface preparation by 

peening and blasting on Copper, Aluminum, Zinc and stainless steel work pieces etc.. 

Thus the work can illustrate their metal color with sub-light effects and die casting 

restlessness after preparation. There is no need to adopting rust moving treatment by acid 

cleaning. Besides their abrasion resistance is 3-5 times as much than cast stainless steel 

shot, so the production could be cut down. 

 

Roundess: G1 G2 G3, 

Size: 0.4-2.5mm  

 

Material: SS304 SS410 SS430 SS202 SS316 

TDS and MSDS are provided. 

SAE/ ISO9001:2008 standard 

Chemical Composation  

blasting media stainless steel shot 

Grade C (Max) Mn (Max) P (Max) S (Max) Si (Max) Cr Ni 

201 0.15 8.0-10.5 0.08 0.03 1.0 13.0-16.0 1.0-3.0 

202 0.15 7.0-10.0 0.06 0.03 1.0 14.0-16.0 4.0-6.0 

304 0.08 2.0 0.04 0.03 1.0 18.0 - 20.0 8.0- 10.5 

410 0.08 1.0 0.04 0.03 1.0 11.5- 13.5 0.6 

430 0.12 1.0 0.04 0.03 1.0 16.0- 18.0 0.75 

  

Application of round stainless steel shot for metal surface 

 

Clean: blasting cleaning; pressure casting cleaning; magnesium alloy, zinc alloy, 

aluminum alloy and copper alloy casting fettling; stainless steel casting cleaning; stainless 

steel plate cleaning; stainless steel products cleaning; Colored pieces surface deburring 

and lighting processing, it can improve the fatigue resistance, anti-corrosion properties 

and cover casting surface defect, also make the product surface good. 

Derust: shot blasting ; derusting casting; forgings derusting; Steel plate rust removal; 

steel products rust removal; 

Intensify: stainless steel produces intensifying; heat-treated pieces surface intensifying; 

Blasting: magnesium alloy, zinc alloy, aluminum alloy and copper alloy cast blasting; 



stainless steel products blasting. 

 

Item Technique index SUS304 SUS201 SUS430 

  

 

  

Chemical 

 Composition 

C ≤0.12% <0.25% <0.25% <0.25% 

Si ≤1.00% <1% <1% <1% 

Mn ≤2.00% <2% 5.5-7.5% <1% 

S ≤0.03% / / / 

P ≤0.03% / / / 

Cr 16-20% 18-20% 16-18% 16-18% 

Ni 7-10% 8-10% 3.5-5.5% / 

Microstructure Austenite/Ferrite Austenite Ferrite 

Hardness 
 

HRC40-50 HRC25-35 

External form Cylindrical/Spherical 

Density ≥7.80g/cm
3
 

 

 

Aluminum Shot  

 
1.Available Size 

0.6mm-12mm  

2.Tech Data 

Products Aluminium Cut Wire Shot 

Chemical Composition Al≥99.97% 

Microhardness 45~50HV 

Tensile Intensity 80~240Mpa 

Durability 6500 Times 

Microstructure Deformed α 

Density 2.7g/cm3 

Bulk Density 5.1g/cm3 

  

3.Application  

It is widely used in surface treatment such as descaling, burr removing, elimination of 

surface defects, internal stress relief, etching, matte finish, leveling, strengthening and 

rust prevention before applying in the metal die castings, precision castings, hardware & 

tools, machinery manufacturing, auto parts, instruments & meters, pumps and valves 

industries. 

 



Zinc Shot  

 
Introduction: 

Zinc shot is softer than steel, stainless steel, cast or cut wire products. Made from high 

grade zinc wire , these are ideal for deflashing and finishing die castings, normally in 

wheel blast equipments. Available at competent rates, Our products reduce wear and tear 

on blast equipment compared to most other metallic abrasives. 

  

Technological Index: 

Product Description Zinc Shot 

Chemical Composition Zn≥99.9% 

Microhardness 35~45HV 

Tensile Intensity 90~120M pa 

Durability 6500 Times 

Microstructure Deformed α 

Density 7.1 g/cm
3
 

Bulk Density 4.1g/cm
3
 

Note: 

1, Zinc cut wire:  1.5mm  1.8mm  2.0mm  2.5mm  3.0mm 

    Zinc Shot:       0.3mm  0.4mm  0.5mm  0.6mm  0.8mm 

2,Hardness: 

    round shape: 45-60HV     cut wire shot: 38-55HV 

  

Application: 

Zinc shot  is used for removing oxidation skin, burr, eliminating surface defect, removing 

stress, etching, unknit ,strengthen ,prevention rust before painting of metal die-casting, 

precision casting ,hardware tool ,machinery manufacturing, automobile spare parts, 

apparatus ,pump valve industry. 

 

 

 

 

 

 

 

 

 

 

 



Copper Shot  

 
Copper cut wire shot is small , cylinder particles , cut from pure copper wire through cut 

wire machine , the diameter is the same as length , the purity can achieve more than 

99.7% .  

 1.Product Parameter 

  

Products Copper Cut Wire Shot 

Chemical Composition Cu:58-99%,The Rest Is Zn 

Microhardness 110~300HV 

Tensile Intensity 200~500Mpa 

Durability 5000 Times 

Microstructure Deformed α or α+β 

Density 8.9g/cm3 

Bulk Density 5.1g/cm3 

  

  

 2. Application 

  

It is widely used in surface treatment such as descaling, burr removing, elimination of 

surface defects, internal stress relief, etching, matte finish, leveling, strengthening and 

rust prevention before applying in the metal die castings, precision castings, hardware & 

tools, machinery manufacturing, auto parts, instruments & meters, pumps and valves 

industries. 

  

 

 

 

 

 

 

 

 

 

 

 

 

 



Garnet Sand  

 

 

Our garnet sand is rock type garnet mined from natural garnet rocks 200 meters 

underground.  

 

It goes through crushing,magnetic separation,washing and drying production 

procedures.Being crushed from natural garnet rocks, our garnet sand has high hardness 

and sharper edges. With many times magnetic separations to remove impurities,it keeps 

high qualified red grains. Then several times washing removes the powder away. After 

screening of sifting bed,each size has the uniform particle distribution.  

 

Parameter 

Chemical Composition 

SiO2 34-40% 

Al2O3 18-22% 

MgO 4-6% 

FeO + Fe2O3 28-42% 

CaO 1-2% 

MnO 0.5-2% 

TiO2 0.5-2% 

Character 

Shape Angular 

True density(g/cm3) 3.9-4.1 

Bulk density(g/cm3) 1.9-2.1 

Hardness 7.5-8.0 MOHS 

Acid solubility No 

 

Size 

Sand Blasting 16# 24# 36# 46# 54# 

Water jet Cutting 60# 80# 120# 150# 220# 

Water Filtration 0.2-0.4mm 0.4-0.8mm 0.8-1.2mm 1.2-2mm 2-4mm 

Others 20-40mesh 30-60mesh 60--80mesh 80-100mesh 100-120mesh 

Application 



 

1.The abrasive surface treatment: used for carbon steel, stainless steel, aluminum, copper, 

glass, rubber, plastic, wood, stone, ceramic materials such as titanium, FRP/GRP surface 

treatment. Such as: implements spraying, surface pretreatment before electroplating; 

Finishing process; Castings, machined part to remove burrs and processing traces; 

Anti-corrosion engineering, etc. 

2.Water cutting abrasive: mainly as water knife cutting medium, for all kinds of precision 

cutting. 

3.Wear resistant floors: shopping center, large supermarket, sidewalks, parking lots, 

production workshop, machine repair workshop, warehouse, etc., wear resistant floors. 

4.Wear-resisting material: highway pavement, airport runway, prevent slippery, 

wear-resisting rubber paint, such as wear-resistant materials. 

5.Grinding materials, marble, optical lenses, glass, leather and other materials of grinding. 

6.Grinding wheel, oilstone, emery cloth and sand paper raw material. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



Export Package  

 

 


